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Strip led flessibili / Flexible Led Strips

Montaggio obbligatorio su dissipatore/ Mandatory installation on the heat sink

CRI Typ 95

FLEX 9W - CRI TYP 95
Alta resa cromatica / High color rendering

POTENZA PER METRO – ALIMENTAZIONE – RESA CROMATICA
POWER PER METER  – POWER SUPPLY  – COLOR RENDERING

9W/mt – 24Vdc
CRI TYP 95
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2700 K 920lm/mt
3000 K 950lm/mt
4000 K 980lm/mt
6000 K -

FLUSSO LUMINOSO PER METRO / LUMINOUS FLUX PER METER

N. LED PER METRO / N. LED PER METER............................................128

POTENZA PER METRO / POWER PER METER..............................9W/mt

ALIMENTAZIONE / POWER SUPPLY.................................................24Vdc

LED...........................................................................................................2835

SUPPORTO / SUPPORT..................................................................Kapton

FISSAGGIO / FASTENING.....................................Biadesivo 3M (incluso)

.............................................................................Biadhesive 3M (included)

COLLEGAMENTO / CONNECTION..............................................max 5 mt

CLASSE ENERGETICA / ENERGY LABEL.................................................A+

GRADO DI PROTEZIONE / INTERNATIONAL PROTECTION............IP20

SEZIONABILE / SECTIONABLE........................................62,5mm - 8 LED

FLEX 9W  128 led/mt 24 VDC - IP20

Codice / Code Grado Colore 
CCT

Flusso Luminoso per metro
Luminous flux per meter

LED_FLEX_9_WW2/9 2700 K 920lm/mt

LED_FLEX_9_WW_9 3000 K 950lm/mt

LED_FLEX_9_NW_9 4000 K 980lm/mt

62,5mm

8mm

5000mm

2mm


